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TIRE REPAIR OPERATING INSTRUCTIONS –  CONTINUED

STEP 5
Once desired Tire Pressure has been reached,
turn the product to “OFF” position (O).

Unplug and replace 12-volt cord. Remove air
compressor hose and store in compartment.
Remove RED Sealant Hose and connect to

Put Red Valve cap onto the repair tire’s valve 
as a reminder to fix tire immediately.

 Sealant nozzle (K) to avoid any dripping of the
  sealant. 

After at least 3 KM/2 Miles, check the pressure of
the Sealed Tire as soon as possible to ensure
that proper sealing has taken place and pressure
has stabilized. If more air is required, then follow
instructions in the next section for inflating your
tire without the sealant function.

If the tire pressure falls below 20 PSI, then do
not continue to drive. Contact a vehicle repair
shop or service network for further assistance.

CAUTION

Drive away immediately to ensure proper
sealing. Do not exceed 80 KMH or 50 MPH.
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CAUTION

Each tire and vehicle model and make has
recommended tire pressures. Generally,
this figure can be located either on the car’s
doorsill, or, in the service manual of your
vehicle. NEVER inflate beyond the tire 
manufacturer’s recommended maximum
tire pressure.

CAUTION

Tire pressure readings should always be
taken when tires are cold. Hot tires, or 
tires that have been driven on, will give
inaccurate readings. Try to read pressure
before you drive too far, or, after you have 
let the car sit for at least an hour.

AIR-ONLY OPERATION INSTRUCTIONS

How do you use the product to 
maintain proper tire inflation?
Proper tire inflation is crucial to your car’s per-
formance. Proper tire inflation can increase fuel
economy by 30% and increase tire life by 50%. It
also affects how your car handles, rides and feels
on the road. 

How do you use the product to 
inflate sporting equipment such 
as basketballs, footballs, etc.?
The product comes with several needle adaptors,
making it a great tool for inflating balls.

1. Remove the product from its pouch. Make sure
the yellow switch is in the “OFF” (O) position.
Connect the 12-volt cord (H) to your vehicle’s
12-volt receptacle (also known as the 
cigarette lighter receptacle). Make sure your
vehicle is running (outdoors) so as not to
drain the battery. 

2. Use correct Adaptor by screwing adaptor
(located on the back of the product unit) onto
the product Air Nozzle.

3. Moisten needle and insert into ball. 
Turn on unit and inflate until ball reaches
desired firmness.

DEFLATE BUTTON 

You can quickly and easily deflate your 
tire by securing the air compressor hose 
to your tire’s valve and depressing the
deflate button.

You should make it a habit to check your tire pres-
sures once every two weeks.

1. Remove the product from its pouch. Make sure
the yellow switch is in the “OFF” (O) position.
Connect the 12-volt cord (H) to your 
vehicle’s 12-volt receptacle (also known as
the cigarette lighter receptacle). Make sure
your vehicle is running (outdoors) so as not 
to drain the battery. 

2. Read Tire Pressure from the the product’s 
pressure gauge.

3. If tire pressure is lower than recommended,
turn the product to the “ON” position until the
desired Tire Pressure is reached.

4. If tire pressure is higher than recommended,
press the product’s Deflate button until the
desired Tire Pressure is reached.
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AIR-ONLY OPERATION INSTRUCTIONS –  CONTINUED

How do you use the product to inflate 
high volume, low pressure inflatables 
such as rafts, toys, and beds?
The product is great for inflating beds, rafts, and
toys when you use the product High Volume
Accelerator, or the other supplied nozzles. The
High Volume Accelerator makes inflating high
volume low pressure inflatables up to 3 times
faster than a regular air compressor.

1. Remove the product from its pouch. Make
sure the yellow switch is in the “OFF” (O)
position. Connect the 12-volt cord (H) to your
vehicle’s 12-volt receptacle (also known as the 
cigarette lighter receptacle). Make sure your
vehicle is running (outdoors) so as not to
drain the battery. 

2. Remove the High Volume Accelerator from
it’s socket (it’s located on the back of the
unit. Screw it tightly onto the product’s
Air Nozzle.

3. Turn on unit. High Volume/low-pressure air
will come out of the nozzle.

4. Alternatively, use the other supplied nozzles
for other inflatable applications.

WARRANTY 
Active Products warrants to the original purchaser
that their the product inflators will be free
from defects in material and workmanship for
one year after date of purchase. This limited
warranty does not cover conditions resulting
from normal wear and tear. The limited warranty
does not apply in the event of misuse or abuse
of the products. Active Products reserves the
right to substitute products or components of
equal or better quality if identical products or
components are not available at the time of repair
or replacement under this limited warranty. This
limited warranty is non-transferable.

HIGH VOLUME ACCELERATOR 

This handy accessory increases the air flow
by 250%. Ideal for low pressure, high volume
applications such as mattresses, rafts, etc.



8

PARTS DIAGRAM AND LIST FOR THE PRODUCT

PARTS LIST
ITEM NO.  PART NAME

A Handle 

B Sealant bottle 

C Air hose (black)

D Sealant status window 

E Pressure gauge

F Power switch

G Sealant hose (red)

H Adapters

I Instruction label

ITEM NO.  PART NAME

J Deflation button

K Hose connector

L Working lamp

M 12V power cord

N High volume adaptor
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SEALANT BOTTLE REPLACEMENT

Step 1
Unwrap the sealent hose (red) from 
the storage compartment.

Step 2
Push in and rotate the empty bottle counter-
clockwise until you see the “                           ”
at the centre of window.

Step 3
Slide out the empty bottle from the 
air compressor.

Step 4
Install the new sealant bottle by threading the 
sealant hose (red) through the housing.

Step 5
Align the “                             ” with the slot.

Step 6
Push in and rotate bottle fully until it stops. 

REMOVE                     /                    INSTALL

REMOVE                     /                    INSTALL

REMOVE                     /                    INSTALL

SLOT




